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L’azienda si riserva il diritto di apportare senza preavviso m
odifiche ai prodotti in qualsiasi m

om
ento  |  M

anufacturer reserves the right to change products at any tim
e w

ithout notice. 
L’usine se réserve à tout m

om
ent de m

odifier les caractéristiques des produits  |  D
er H

ersteller behält sich vor, alle Produkte ohne vorherige M
itteilung zu ändern.

arethusa

Soffione da muro anticalcare trapezoidale 

cromato 400x330 mm con cascata.

Pomme de tête anticalcaire chromée 

trapézoïdale 400x330 mm avec cascade et 

fixation au mur.

400x330 mm trapezoidal wall mounted 

chrome plated antiscale shower head with 

waterfall.

A - Raccordo a incasso 9400 - Built-in part 9400 - Corps à encastrer 9400 - Einbaukörper 9400

Trapezkopfbrause Anti-Kalk 400x330 

mm verchromt mit Wasserfall und 

Wandbefestigung.

modello brevettato | patented | breveté | patentiert

ottone massiccio | solid brass | laiton massif | massiv Messing

consumo idrico effetto pioggia: 10 litri/minuto | average flow rate rain effect: 10 liters/minute

consommation effet pluie: 10 L/min | Durchflussmenge Regenbrause: 10 L/min

consumo idrico cascata: 18 litri/minuto | average flow rate waterfall: 18 liters/minute

consommation cascade: 18 L/min | Durchflussmenge Wasserfall: 18 L/min

pressione minima di esercizio cascata: 1 bar dinamico | waterfall minimum dynamic pressure required: 1 bar (14,5 psi)  

pression minimale cascade 1 bar | mindest Druck für Wasserfall aus 1 bar
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B - Tassello - Boss - Cheville - Dübel

C - Copertura superiore (opzionale)  - (Optional) upper cover - Bride supérieure de couverture (sur demande) - Abdeckplatte (freigestellt)

Distanza indicativa soffione - piatto doccia 2200 mm | Approximate distance shower head - shower tray 2200 mm 

Distance suggérée pomme de tête - receveur de douche 2200 mm | Ungefährer Abstand Kopfbrause - Duschwanne 2200 mm 

F - Flusso cascata - Waterfall flow - Flux cascade - Wasserfallausfluß

E - Alimentazione pioggia - Rain water supply - Connexion pluie - Regenbrause Anschluss

D - Alimentazione cascata  - Waterfall water supply - Connexion cascade - Wasserfall Anschluss
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Soffione da muro anticalcare trapezoidale 

cromato 400x330 mm con cascata, deviatore 

incorporato e attacco acqua ½” G.

Pomme de tête anticalcaire chromée 

trapézoïdale 400x330 mm avec cascade, 

inverseur (raccordement 1/2” G) et fixation au 

mur.

400x330 mm trapezoidal wall mounted 

chrome plated antiscale shower head with 

waterfall, diverter and ½” G water inlet.

Trapezkopfbrause Anti-Kalk 400x330 

mm verchromt mit Wasserfall,  Umsteller 

(Ausschluss G ½”) und Wandbefestigung.

modello brevettato | patented | breveté | patentiert

ottone massiccio | solid brass | laiton massif | massiv Messing

consumo idrico effetto pioggia: 10 litri/minuto | average flow rate rain effect: 10 liters/minute

consommation effet pluie: 10 L/min | Durchflussmenge Regenbrause: 10 L/min

consumo idrico cascata: 18 litri/minuto | average flow rate waterfall: 18 liters/minute

consommation cascade: 18 L/min | Durchflussmenge Wasserfall: 18 L/min

pressione minima di esercizio: 1,5 bar dinamici | minimum dynamic pressure required: 1,5 bar (21,7 psi)  

pression minimale 1,5 bar | mindest Druck aus 1,5 bar

3V 411 1

410 330

54

CG 1/2

37
0

90 90

B B

D

B - Tassello - Boss - Cheville - Dübel

C - Copertura superiore (opzionale)  - (Optional) upper cover - Bride supérieure de couverture (sur demande) - Abdeckplatte (freigestellt)

D - Deviatore - Diverter - Inverseur - Umsteller

Distanza indicativa soffione - piatto doccia 2200 mm | Approximate distance shower head - shower tray 2200 mm 

Distance suggérée pomme de tête - receveur de douche 2200 mm | Ungefährer Abstand Kopfbrause - Duschwanne 2200 mm 
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arethusa

Soffione da muro anticalcare trapezoidale 

cromato 400x330 mm con cascata, deviatore 

incorporato e attacco acqua ½” G.

Pomme de tête anticalcaire chromée 

trapézoïdale 400x330 mm avec cascade, 

inverseur (raccordement 1/2” G) et fixation au 

mur.

400x330 mm trapezoidal wall mounted 

chrome plated antiscale shower head with 

waterfall, diverter and ½” G water inlet.

Trapezkopfbrause Anti-Kalk 400x330 

mm verchromt mit Wasserfall,  Umsteller 

(Ausschluss G ½”) und Wandbefestigung.

modello brevettato | patented | breveté | patentiert

ottone massiccio | solid brass | laiton massif | massiv Messing

consumo idrico effetto pioggia: 10 litri/minuto | average flow rate rain effect: 10 liters/minute

consommation effet pluie: 10 L/min | Durchflussmenge Regenbrause: 10 L/min

consumo idrico cascata: 18 litri/minuto | average flow rate waterfall: 18 liters/minute

consommation cascade: 18 L/min | Durchflussmenge Wasserfall: 18 L/min

pressione minima di esercizio: 1,5 bar dinamici | minimum dynamic pressure required: 1,5 bar (21,7 psi)  

pression minimale 1,5 bar | mindest Druck aus 1,5 bar
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F - Flusso cascata - Waterfall flow - Flux cascade - Wasserfallausfluß

Distanza indicativa soffione - piatto doccia 2200 mm | Approximate distance shower head - shower tray 2200 mm 

Distance suggérée pomme de tête - receveur de douche 2200 mm | Ungefährer Abstand Kopfbrause - Duschwanne 2200 mm 
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Cascata da muro trapezoidale cromata 

200x280 mm.

Cascade trapézoïdale chromée 200x280 mm.

200x280 mm trapezoidal wall mounted 

chrome plated waterfall.

Trapezförmiger Wassefall verchromt 

200x280 mm mit Wandbefestigung.

modello brevettato | patented | breveté | patentiert

ottone massiccio | solid brass | laiton massif | massiv Messing

consumo idrico cascata: 18 litri/minuto | average flow rate waterfall: 18 liters/minute

consommation cascade: 18 L/min | Durchflussmenge Wasserfall: 18 L/min

pressione minima di esercizio cascata: 1 bar dinamico | waterfall minimum dynamic pressure required: 1 bar (14,5 psi)  

pression minimale cascade 1 bar | mindest Druck für Wasserfall aus 1 bar
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B - Tassello - Boss - Cheville - Dübel

C - Copertura superiore (compresa per 3V 202 1)  - Upper cover (provided for 3V 202 1)       

C - Bride supérieure de couverture (comprise pour 3V 202 1) - Abdeckplatte (einschließlich für 3V 202 1)

Distanza indicativa soffione - piatto doccia 2200 mm | Approximate distance shower head - shower tray 2200 mm 

Distance suggérée pomme de tête - receveur de douche 2200 mm | Ungefährer Abstand Kopfbrause - Duschwanne 2200 mm 

F - Flusso cascata - Waterfall flow - Flux cascade - Wasserfallausfluß


