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L’azienda si riserva il diritto di apportare senza preavviso m
odifiche ai prodotti in qualsiasi m

om
ento  |  M

anufacturer reserves the right to change products at any tim
e w

ithout notice. 
L’usine se réserve à tout m

om
ent de m

odifier les caractéristiques des produits  |  D
er H

ersteller behält sich vor, alle Produkte ohne vorherige M
itteilung zu ändern.

Z2 echo cascata

Colonna multifunzione a muro cromata con 

cascata e doccetta regolabile. MISCELATORE 

MANUALE o TERMOSTATICO.

Colonne de douche murale multifonction 

chromée avec cascade et douchette 

coulissante. MITIGEUR MÉCANIQUE ou 

THERMOSTATIQUE.

Multifunctional wall mounted chrome 

plated rising rail with waterfall and sliding 

handshower. MIXER or THERMOSTATIC MIXER.

Duschpaneel für Wandmontage 

multifunktion verchromt mit Wasserfall und 

vertellbarer Handbrause. EINHEBEL- oder 

THERMOSTATMISCHER.

ottone massiccio | solid brass | laiton massif | massiv Messing

consumo idrico cascata: 10 litri/minuto | average flow rate waterfall: 10 liters/minute

consommation cascade: 10 L/min | Durchflussmenge Wasserfall: 10 L/min

pressione minima di esercizio: 1 bar dinamico | minimum dynamic pressure required: 1 bar (14,5 psi)  

pression minimale 1 bar | mindest Druck aus 1 bar

Z2 560 1 / Z2 660 1

150

104,5197,56
5

0

387
165

10
65

11
00

,87
150 5

0

10
65

128 98

A

B - Tassello - Boss - Cheville - Dübel

A - ½” G attacco acqua C/F interasse 150mm - ½” G H/C water inlet interaxis 150mm

Distanza indicativa soffione - piatto doccia 2200 mm | Approximate distance shower head - shower tray 2200 mm 

Distance suggérée pomme de tête - receveur de douche 2200 mm | Ungefährer Abstand Kopfbrause - Duschwanne 2200 mm 

A - Raccordement ½” G eau C/F interasse 150mm - W/K Wasserausschluss G ½” Achsabstand 150mm

C - Flusso cascata - Waterfall flow - Flux cascade - Wasserfallausfluß


